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APPLICATIONS
Handling of wastewater containing abrasive materials, pumping of sewage with suspended solids and 
pumping of high-density liquids.

Motor body AISI 304

Motor shaft AISI 9840

Impelle AISI  304

Suction base Cast Iron

Max. Head 32m
Max. Flow 90 m³/h
Max immersion 20 m
Insulation class F
Poles 2 - 4
Protection degree IP 68
Voltage 400 V (3ph)

CODE 3~
MOTOR-AMPERE Cable Q

P. ass
KW

3x400V 
50Hz m

m3/h 0 9 18 27 36 45 54 63 72 90
l/min 0 150 300 450 600 750 900 1050 1200 1500

AV MDX 2P 503/65 [HC] 2,65 4,5 10

H (m)

22,5 19 15,5 13 9,5 6 1,15 - - -
AV MDX 2P 503/80 [HC] 8,9 14,7 10 32 30 27,5 26 24 21,5 19 15 17 10,5
AV MDX 4P 503/65 [HC] 0,72 3,2 10 7 5,5 4,5 2,5 1 - - - - -
AV MDX 4P 503/80 [HC] 1,65 4,3 10 10 9 7,5 6 4,5 3 2 - - -
AV MDX 4P 723/80 [HC] 3,1 5,8 10 14 13 12 11 9,5 8,5 7,5 5 6,5 -

[HC] Model available with high-hardness chrome cast iron impeller

TECHNICAL FEATURESMATERIALS

Submersible pumps for dirty and sludgy water




