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  Submersible electric pumps for white and dirty water 
drainage 

APPLICATIONS
•	Rain, seepage, sump pit and catch tank water pump out
•	Drainage of rain water, infiltrations to empty tanks
•	Garden applications from tank to irrigations
•	Water transfer from reservoirs and tanks

Pump body AISI 304

Motor shaft AISI 303

Impellers
Series:
30 and 60 Technopolymer
Series 75 AISI 304

Suction base AISI 304

TECHNICAL FEATURES
Max. Head 12,5m
Max. Flow 12m³/h
Max. Liquid  
temperature 35°C

Insulation class F
Poles 2
Protection degree IP68

Voltage 230V (1ph) 
400V (3 ph)

CODE 
MOTOR POWER - AMPERE Cable Ø

Type
Free 
pass.

Q

kW HP V 1x230V 
50Hz μF 3x400V 

50Hz m Inch
m³/h 0 1,5 3 4,5 6 7,5 9 10,5 12

mm l/min 0 25 50 75 100 125 150 175 200
AV MZR 300 AM5 0,25 0,33 230 2,2 8 5 1"1/4 AUT 10 8 7,2 6,2 5,2 4 2,6 1,2
AV MZR 302 AM10 0,25 0,33 230 2,2 8 10 1"1/4 AUT 10 8 7,2 6,2 5,2 4 2,6 1,2
AV MZR 303  M 0,25 0,33 230 2,2 8 10 1"1/4 MAN 10 8 7,2 6,2 5,2 4 2,6 1,2
AV MZR 600 AM5 0,45 0,6 230 3 10 5 1"1/4 AUT 10 10 8,8 8 6,8 5,6 4,5 3 1,2
AV MZR 602 AM10 0,45 0,6 230 3 10 10 1"1/4 AUT 10 10 8,8 8 6,8 5,6 4,5 3 1,2
AV MZR 603  M 0,45 0,6 230 3 10 10 1"1/4 MAN 10 10 8,8 8 6,8 5,6 4,5 3 1,2
AV MZR 605  T 0,45 0,6 400 1,4 10 1"1/4 MAN 10 10 8,8 8 6,8 5,6 4,5 3 1,2
AV MZR 752 AM10 0,55 0,75 230 4,8 16 10 1"1/4 AUT 10 12,5 11,4 10,2 8,9 7,6 6,3 4,7 2,9 1,2
AV MZR 755  T 0,55 0,75 400 1,7 10 1"1/4 MAN 10 12,5 11,4 10,2 8,9 7,6 6,3 4,7 2,9 1,2

Series: AV MZR

MATERIALS

 

Available also with vertical float 
switch (code: AV MVR ...)

Series: AV MVR

AV R 0372 ABS 300

 AV R 0373 ABS 300

 

 Valve and fitting also available




