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APPLICATIONS
•	Particularly suitable for construction sites.
•	Drainage of rain water, infiltration, to empty tanks, cellars , basement.
•	Rain, seepage, sump pit , catch tank water, cellar, garage and basement pump out.
•	To empty Swimming pools, all sorts of tanks and tanks.
•	Garden irrigation.

Pump body AISI 304

Motor shaft AISI 316

Impeller AISI 304

Suction base AISI 304

TECHNICAL FEATURES
Max. Head 16,5m
Max. Flow 24m³/h
Max. Liquid 
temperature 35°C

Insulation class F
Poles 2
Protection degree IP68

Voltage 230V (1ph) 
400V (3 ph)

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Cable Ø

Type
Free 
pass.

Q

kW HP 1x230V 
50Hz μF 3x400V 

50Hz m Inch
m³/h 0 3 6 9 12 15 18 21 24

mm l/min 0 50 100 150 200 250 300 350 400
AV RGL  802 AM 0,6 0,8 4,5 16 10 1"1/2 AUT 10 11,5 10 8 6,5 4,5 2
AV RGL  803 M AV RGL  805 T 0,6 0,8 4,5 16 2,1 10 1"1/2 MAN 10 11,5 10 8 6,5 4,5 2
AV RGL 1002 AM 0,75 1 6,5 10 1"1/2 AUT 10 14,5 13 11 9 7 4 2
AV RGL 1003 M AV RGL 1005 T 0,75 1 6,5 2,2 10 1"1/2 MAN 10 14,5 13 11 9 7 4 2
AV RGL 1502 AM 1,1 1,5 10,6 10 2" AUT 10 16,5 15 14 12 11 9 7 4,5 2
AV RGL 1503 M AV RGL 1505 T 1,1 1,5 10,6 3,3 10 2" MAN 10 16,5 15 14 12 11 9 7 4,5 2

Series: AV RGL

MATERIALS

  Submersible electric pumps for lightly sandy foul wastewater drainage




