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ELECTRONIC MONOBLOC PUMPS Subgroup
140

     Vertical submersible monobloc multistage electric 
pumps for 5" wells

APPLICATIONS
•	Civil and industrial waters handling plants
•	Pressurization plants
•	Water supply from rain water tanks or reservoirs, 5” water wells, 
roman wells, basins and watercourses
•	Sprinkler systems
•	Rain water system

MATERIALS TECHNICAL FEATURES
External jacket AISI 304
Impellers Technopolymer

Pump shaft AISI 304

Discharge head AISI 304
Non-Return 
valve AISI 304

Max. Head 61,5 m
Max. Flow 6 m³/h
Max. Liquid 
temperature 35°C

Discharge head 1” 1/4
Max. Depth 
immersion 20m

Insulation class F
Poles 2
Protection degree IP68
Voltage 220-230V (1ph)

MOTOR

lateral suction
AV RXY E ... MAV RRY E ... M

 

Automatic operation based on water demand.
Detection system of absence of water and valve jam.
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WITH LATERAL SUCTION

CODICE

MOTORE Q

Kw HP
l/min 0  10 20 30 40 50 60 70 80 90 100

m³/h 0  0,6 1,2 1,8 2,4 3 3,6 4,2 4,8 5,4 6

AV RXY E  802 M 0,6 0,8 34,5 33 31 28,5 25 21,5 18 14 9,5 4 -

AV RXY E 1002 M 0,75 1 50,5 49 47 44 40 36 31 26 20 12,5 4

AV RXY E 1202 M 0,9 1,2 61,5 59,5 56,5 52,5 48 43 37,5 31,5 24 15 4

AV RRY E  802 M 0,6 0,8 34,5 33 31 28,5 25 21,5 18 14 9,5 4 -

AV RRY E 1002 M 0,75 1 50,5 49 47 44 40 36 31 26 20 12,5 4

AV RRY E 1202 M 0,9 1,2 61,5 59,5 56,5 52,5 48 43 37,5 31,5 24 15 4




