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SMATERIALS

 Swimming pool submersible electric pumps
APPLICATIONS

Suitable for cleaning swimming pools or for the use with hydraulic cleaners even with salt water or 
chlorine, in residential building services.

TECHNICAL FEATURES

Pump body Technopolymer

Shaft AISI 316

Impeller Technopolymer

Motor bracket Cast Iron

Max. Head 58m
Max. Flow 4,8m³/h
Max. Temperature 35°C
Insulation class F
Poles 2

Protection degree IP55

Voltage 230V (1ph) 
400V (3 ph)

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Q

kW HP 1x230V 
50Hz

3x400V 
50Hz

m³/h 0 0,6 1,2 1,8 2,4 3 3,6 4,2 4,8
l/min 0 10 20 30 40 50 60 70 80

SINGLE-IMPELLER and SELF-PRIMING MODEL
DB JETCOM SP  82 M 0,55 0,75 3,9 47 40 34 30 26,2 23,5 20
DB JETCOM SP 102 M DB JETCOM SP 102 T 0,75 1 4,5 2 53,8 47 41 36,3 32,4 28,8 25,8

MULTI-IMPELLERS MODEL
DB EUROCOM SP 3050M DB EUROCOM SP 3050T 0,45 0,6 4 1,6 42,2 40,2 38,2 36,2 33,8 30 24,8 19,5 14
DB EUROCOM SP 4050M 0,85 1,15 4,8 57,7 55,3 52,8 50,1 47,1 42,7 35,8 28 19,2

DB EUROCOM SP 4050T 0,75 1 2,1 57,7 55,3 52,8 50,1 47,1 42,7 35,8 28 19,2

Series: DB JETCOM SP
and DB EUROCOM SP




