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SELF-PRIMING Subgroup
210

MATERIALS

Pump body Cast Iron

Motor shaft AISI 416

Impeller
JM  60 -  JM 120 Noryl
JM 150 - NP(M) 13 Brass

Motor Bracket Cast Iron

TECHNICAL FEATURES
Max. Head 79m
Max. Flow 9,6m³/h
Max. Liquid  
temperature 45°C

Insulation class F
Poles 2
Protection degree IP44

Voltage 230V (1ph) 
400V (3 ph)

 Cast iron self-priming pumps - single impeller
APPLICATIONS

•	Domestic water supply
•	Transferring liquids
•	Emptying tanks 
•	Gardening 

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Q

kW HP 1x230V 
50Hz μF 3x230V 

50Hz
3x400V 

50Hz
m³/h 0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7 3 3,6 4,2
l/min 0 5 10 15 20 25 30 35 40 45 50 60 70

P C JM  60 P C JM  60 T 0,45 0,6 3,5 12,5 1,6 0,8 41 35 32 28 24,5 22 19,5 17 15
P C JM  75 P C JM  75 T 0,55 0,75 4 16 2,2 1,3 49 44 41 37 34 30 27,5 25 23 20
P C JM 100 P C JM 100 T 0,75 1 4,8 20 3 1,8 48 45 43 40 38 36 34 32 29 27 25 22 19
P C JM 120 P C JM 120 T 0,88 1,2 5,2 20 3,2 1,8 53 50 48 45 42 40 38 36 34 32 30 26 20

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Q

kW HP 1x230V 
50Hz μF 3x230V 

50Hz
3x400V 

50Hz
m³/h 0 0,6 1,2 1,8 2,4 3 3,6 4,2 4,8 6 7.2 8,4 9,6
l/min 0 10 20 30 40 50 60 70 80 100 120 140 160

P C JM 150 P C JM 150 T 1,1 1,5 8,6 31,5 5,5 3,2 66 63 55 50 45 42 39 36 33
P C JM 200 P C JM 200 T 1,5 2 10 40 6,6 3,8 75 71 62 57 52 49 45 42 39
P C NPM  7  GO35 P C NP     7  GO85 2,2 3 11 45 8,5 5 79 75 66 61 56 51 48 45 41
P C NPM  8  GO35 P C NP     8  GO85 1,1 1,5 9 31,5 5,5 3,2 56 54 49,5 46 43,5 41 39 36,5 35 31 27
P C NPM  9  GO35 P C NP     9  GO85 1,5 2 10 40 6,6 3,8 64 61 57 54 51 48 46 43 41 36 32
P C NPM 10  GO35 P C NP    10  GO85 2,2 3 11,3 45 8,5 5 67 64 60 57 54 50,5 48,5 46 44 39 35
P C NPM 11  GO35 P C NP    11  GO85 1,1 1,5 9,3 31,5 5,5 3,2 46,5 45 42 40 38,5 36,5 34,5 33 31,5 28 25 22,5 20
P C NPM 12  GO35 P C NP    12  GO85 1,5 2 11,6 40 6,6 3,8 53 51 49 46 44 43 41 38 37 34 31 27 24
P C NPM 13  GO35 P C NP    13  GO85 2,2 3 11,5 45 8,5 5 56 54 52 49,5 47,5 45,5 43,5 41,5 40 37 33,5 30 27

Series: JM and NP(M)
with cables on request (C)




