
78

SU
RF

AC
E

PU
MP

S

  Centrifugal pumps - double impeller 
APPLICATIONS

•	Industrial, domestic and agricultural applications

Pump body Cast Iron

Motor shaft AISI 304

Impellers Brass

Motor Bracket Cast Iron

TECHNICAL FEATURES
Max. Head 45,5m
Max. Flow 15m³/h
Max. Liquid 
temperature 45°C

Insulation class F
Poles 2
Protection degree IP44

Voltage 230V (1ph) 
400V (3 ph)

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Q

kW HP 1x230V 
50Hz μF 3x230V 

50Hz
3x400V 

50Hz
m³/h 0 1,5 3 4,5 6 9 12 15
l/min 0 25 50 75 100 150 200 250

P C MB 150  GO35 P C MBT 150  GO85 1,1 1,5 7,9 31,5 5,5 3 39,5 39 38 36,5 33 21
P C MB 200  GO35 P C MBT 200  GO85 1,5 2 9,2 35 6,6 3,8 43 42,5 41,5 40,5 39 32
P C MB 300  GO35 P C MBT 300  GO85 2,2 3 10,5 40 8,5 5 45,5 45,2 45 44 42,5 38 30 19
with noryl impellers (...GN...) upon request

Series: MB(T)
with cables on request (C)

MATERIALS




