
74

SU
RF

AC
E

PU
MP

S

PERIPHERAL Subgroup
220

MATERIALS

Pump body Cast Iron

Motor shaft AISI 416

Impeller Brass

Motor Bracket Cast Iron

TECHNICAL FEATURES
Max. Head 64m
Max. Flow 3,6m³/h
Max. Liquid  
temperature 80°C

Insulation class F
Poles 2
Protection degree IP44

Voltage 230V (1ph) 
400V (3 ph)

  Horizontal axis pump with brass impellers 
APPLICATIONS

•	Domestic water supply
•	Transferring liquids
•	Emptying tanks

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Q

kW HP 1x230V 
50Hz μF 3x230V 

50Hz
3x400V 

50Hz
m³/h 0 0,3 0,6 0,9 1,2 1,5 1,8 2,4 3 3,6
l/min 0 5 10 15 20 25 30 40 50 60

P C PM  60 P C PM  60 T 0,37 0,5 2,5 10 1,9 1 40 35 32 27,5 23 18 13 4
P C PM  80 P C PM  80 T 0,55 0,75 5,2 16 3,2 1,8 58 52 45 40 35 30 25 14 4
P C PM 100 P C PM 100 T 0,75 1 5,6 20 4,1 2,4 64 58 54 46 40 35 29 20 11 3

Series: PM (T)
with cables on request (C)




