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CODE 1~ CODE 3~
MOTOR  POWER - AMPERE Cable Ø Q H 

[m]
kW HP RPM 1x230V 

50Hz μF 3x400V 
50Hz m Inch

l/min m³/h 
min max min max min max

P HQ GS  40 11 2M P HQ GS  40 11 2T 1,1 1,5 2900 8 100+40 3 10 2" 50 298 3 17,9 2 17,5
P HQ GS  40 15 2M P HQ GS  40 15 2T 1,5 2 2900 10 140+40 4,1 10 2" 50 300 3 18 3,7 20

P HQ GS  40 22 2T 2,2 3 2900 5,4 10 2" 50 300 3 18 7 27,8
The single-phase version is equipped with a double capacitor supplied with the pump. The BOX containing the capacitors is NOT included

Pump body Cast Iron

Motor shaft AISI 420B

Impeller Cast iron

Lower support Cast Iron

TECHNICAL FEATURES
Max. Head 27,8m
Max. Flow 18m³/h
Max. Liquid 
temperature 40°C

Insulation class F
Poles 2
Protection degree IP x8

Voltage 230V (1ph) 
400V (3 ph)

MATERIALS

Series: P HQ GS

  Cast iron submersible pumps - GRINDER impeller




