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SUBMERSIBLE PUMPS for construction site Subgroup
340

     APPLICATIONS
Pumping drainage waters and construction sites waters

Motor body Steel

Motor shaft AISI 420

Cooling jacket AISI 304

TECHNICAL FEATURES
Max. Head 38,3m
Max. Flow 200m³/h
Max. Liquid  
temperature 40°C

Insulation class F
Poles 2
Protection degree IP x8

Voltage 230V (1ph) 
400V (3 ph)Series: P HQ HD

MATERIALS

CODE 1~ CODE 3~
MOTOR  POWER - AMPERE Cable Ø Free 

pass.
Q H 

[m]
kW HP RPM 1x230V 

50Hz μF 3x400V 
50Hz m Inch DN

l/min m³/h 
mm min max min max min max

P HQ HD  65 11 2M[A] P HQ HD  65 11 2T 1,1 1,5 2950 7,8 40 3 10 2"1/2 6 100 800 6 48 2,9 10,5
P HQ HD  65 15 2M[A] P HQ HD  65 15 2T 1,5 2 2950 10 4,3 10 2"1/2 6 100 800 6 48 4,1 12,2

P HQ HD  65 18 2T 1,8 2,4 2950 5,3 10 2"1/2 6 100 900 6 54 4,9 16,4
P HQ HD  65 22 2T 2,2 3 2950 6,4 10 2"1/2 6 100 900 6 54 6,2 19,4
P HQ HD  75 37 2T 3,7 5 2950 7,7 10 75 10 200 900 12 54 8 29,2
P HQ HD  75 55 2T 5,5 7,5 2950 12 10 75 10 200 1343 12 80,6 4 38,3
P HQ HD 100 37 2T 3,7 5 2950 8,5 10 100 10 200 2000 12 120 3,3 12
P HQ HD 100 55 2T 5,5 7,5 2950 11 10 100 10 200 2200 12 120 4,5 19
P HQ HD 100 85 2T 8,5 11,5 2950 18,5 10 100 10 200 2200 12 120 3,5 43
P HQ HD 100110 2T 11 15 2950 24 10 100 10 200 2216 12 133 10 51
P HQ HD 150 85 2T 8,5 11,5 2950 17 10 150 10 200 3000 12 180 3 23,4
P HQ HD 150110 2T 11 15 2950 24 10 150 10 500 3333 30 200 7,7 29,5

[A]  Available model with float level switch




