sSUSMCOCTOR %TECHNICAL FEATURES

a Water Is Life Group brand M aX H ea d 38m
,\ MATERIALS max. E!Ow'd 144m3/h
Pump body Cast Iron ax. Hiqul 40°C
temperature
MOtOFShaft A|S| ZQOB |nsu|ation C|aSS F
Impeller [VORTEX] ~ Castiron Poles 24
Lower support Cast Iron Protection degree  IPx8
Voltage 230V (1ph)
Series: PHQ VS d 400v (3 ph)
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PHOQVS 40H 42M[A] PHOVS 40H 42T 037 2900 35 16 12 1172 275 16,5 g
PHQVS 40H 62M[A] PHOVS 40H 6 2T[A] 06 D,8 2900 45 20 16 10 172 | 40 50 318 3 191 2 10,4 \
PHOVS 40H 92M[A] PHOQVS 40H 9 2T[A] 09 12 2900 7 25 22 10 172 | 40 50 350 3 21 3 124
PHO VS 40H 11 2M[A] PHO VS 40H 11 2T[A] 11 15 2900 77 25 29 10 172 | 40 50 400 3 2% 25 135
PHOQVS 40V 42M[A] PHQVS 40V 42T 037 05 | 2900 35 16 12 5 2" 32 50 290 3 174 05 67
PHOVS 40V 6 2M[A] PHOVS 40V 6 2T[A] 06 08 | 2900 45 20 16 10 2" 40 50 334 3 20 14 104
PHOVS 40V 92M[A] PHQVS 40V 92T[A] 09 12 2900 7 25 22 10 2" 40 50 367 3 22 26 122
PHO VS 40V 112M[A] P HQ VS 40V 112T[A] 11 15 2900 77 25 29 10 2" 40 50 47 3 25 2 N4
PHQVS 50 82M PHOVS 50 82T 075 1 2900 7 30+30 22 10 2" 48 83 450 5 27 13 82
PHQVS 50112M PHOVS 5011 2T 11 15 | 2900 8 30+30 27 10 2" 48 83 500 B 30 16 95
PHOVS 5018 2T 18 24 2900 48 10 2' 48 83 667 5 40 24 4]
PHOVS 5022 2T 22 3 2900 55 10 2" 48 83 667 B 40 52 | 1bb
PHOVS 501147 11 15 1450 35 10 2" 48 83 520 5 312 2 68
PHOVS 65112M PHOVS 6511 2T 11 15 | 2900 73 30+30 3 1 22| 65 133 620 8 372 14 85
PHOVS 6518 2T 18 24 | 2900 bk 10 22 66 133 756 8 44124 13
PHOVS 6522 2T 22 3 2900 55 1 22| 65 133 800 8 48 39 | 165
PHQVS 653027 3 4 2900 65 10 22 65 133 889 8 b33 | 27 165
PHQVS 65 37 2T 57/ 5] 2900 8 1 22| 65 133 933 8 56 62 205
PHQVS 65 44 2T L4 59 | 2900 9 10 272 65 133 933 8 56 81 225
PHOQ VS 6555 2T 515) 74 | 2900 125 1 22| 65 133 1067 8 64 10 26
PHQVS 6575 2T 75 101 | 2900 16,8 10 272 65 133 1200 8 72 16 327
PHQVS 65 114T 11 15 1450 32 10 22| 65 133 733 8 b 2 84
PHOVS 6518 4T 18 24 1450 Lk 10 22| 65 133 735 8 441 25 94
PHQVS 6522 4T 22 3 1450 54 10 22| 65 133 900 8 54 3 | 1%
PHQVS 6530 4T 3 4 1450 7 10 212 | 65 133 1267 8 6 24118
PHQVS 65 40 4T 4 54 | 1450 8,5 10 22| 65 133 1333 8 80 42 139
PHQVS 802221 22 3 2900 53 10 3 80 217 1083 13 65 22 126
PHQVS 8030 2T ) 4 2900 6.8 10 3 80 217 1083 13 65 26 | 1572
PHQVS 803721 37 5 2900 85 10 3 80 217 1167 13 70 43 17
PHQVS 8044 2T b4 59 | 2900 10 10 3 80 207 1167 13 70 54 186
PHQVS 8055 2T 55 74 | 2900 124 10 3 80 217 1250 13 75 69 208
PHQVS 80752T 75 101 | 2900 168 10 3 80 207 1333 13 80 89 245
PHQVS 80114T 1 15 1450 32 10 3" 80 217 933 13 56 1477
PHQVS 8015 4T 15 2 1450 35 10 5 80 27 1083 13 65 2 88
PHOVS 8022 4T 22 3 1450 52 10 3" 80 217 1300 13 78 2 1
PHQ VS 8030 4T 5 4 1450 7 10 3" 80 217 1500 13 90 24 199
PHOVS 8040 4T 4 54 | 1450 81 10 3 80 217 1667 13 100 27 137
PHQVS10022 2T 22 3 2900 55 10 4" 90 868 1000 20 60 2 96
P HQ VS 10037 2T 37 5 2900 85 10 4" 90 333 1167 20 70 41138
P HO VS 100 44 2T Lb 59 | 2900 10 10 4" 90 668 1333 20 80 4 154
P HQ VS 10055 2T 55 74 | 2900 124 10 4" 90 333 1333 20 80 65 197
PHQVS10075 2T 75 101 | 2900 16,8 10 4" 90 333 1583 20 95 75 238
P HQVS10090 2T 9 121 | 2900 19 10 4 90 333 1550 20 93 12245
P HQ VS 100110 2T 1 148 | 2900 23 10 4" 90 333 1350 20 81 B 265
P HQ VS 100130 2T 13 174 | 2900 29 10 4" 90 333 1450 20 87 18 33
P HQ VS 100150 2T 15 201 | 2900 32 10 4" 90 e 1450 20 87 2% 38
PHQ VS 10015 4T 15 2 1450 35 10 4 85 333 1087 20 64 18 7
P HQ VS 100 22 4T 22 3 1450 52 10 4" 85 333 1333 20 80 19 97
P HQ VS 100 30 4T 3 4 1450 7 10 4 85 333 1500 20 90 25 n
P HQ VS 100 40 4T 4 54 1450 82 10 4 85 333 1833 20 110 16 125
P HQ VS 100 60 4T 6 8 1450 13,6 10 4 100 333 2300 20 138 6 145
P HQ VS 10075 4T 7% 101 | 1450 15,3 10 4 100 333 2300 20 138 7 16
P HQ VS 100 90 4T 9 121 1450 18,7 10 4 100 333 2400 20 T4 |16 20

[A] Available model with float level switch

Model VS 50 and VS 65 Single-phase version with external capacitor included; excluding electrical box (START BOX)
Model VS 80 and VS100 Foot not included, order support stand or coupling device separately






