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 Stainless steel pump with flexible impeller 
 APPLICATIONS

•	 Suitable for viscous liquids with suspended solids.
•	 Chemical-pharmaceutical industry (starch, wax, water-based glues, creams, cleaners, glycerine, glycols, latex, 
vegetable and animal fats, liquid soaps, syrups, shampoos, industrial water treatment, paints).
•	 Wine-food industry (beer, butter, melted cheese, glucose, milk and condensed milk, jam, honey, must, oil, cream, 
tomato sauce, fruit juices,eggs, yogurt, wine, destemmed grapes, liquid sugar).

MATERIALS TECHNICAL FEATURES
Max. Head 25m
Max. Flow 36m³/h
Max. Temperature 70°C
Poles 4/6

Voltage 230V (1ph) 
400V (3 ph)

Pump body AISI 304

Impeller Neoprene

CODE kW HP V
FLOW RATE Ø M thread

RPM
m 2 5 10 15 20 25 Inch

P M G  60  606 0,75 1 230

l/m
in

76 73 67 61 52 40 1"1/4 1400
P M G  60  601 0,3 0,4 400 35 33 29 24 11 1"1/4 700
P M G  60  602 0,55 0,75 400 56 53 47 40 26 1"1/4 900
P M G  60  603 0,75 1 400 76 73 67 61 52 40 1"1/4 1400
P M G  90  658 1,5 2 230 171 164 151 135 115 84 1"1/2 1400
P M G  90  649 0,75 1 400 79 74 64 53 40 20 1"1/2 700
P M G  90  650 1,1 1,5 400 106 101 93 82 68 41 1"1/2 900
P M G  90  641 1,8 2,5 400 171 164 151 135 115 84 1"1/2 1400
P M G 120  669 2,6 3,5 400 211 204 192 178 162 141 2" 700
P M G 120  670 3 4 400 280 272 257 241 222 200 2" 900
P M G 120  661 4,5 6 400 435 428 415 403 391 378 2" 1400
P M G 200 1700 2,6 3,5 400 422 393 341 279 200 2" 700
P M G 200 1704 3,7 5 400 602 560 483 398 301 2"1/2 700

Series: P M G 
ATTENTION: on request, pumps can be supplied on a stainless steel 

carriage (not included) fitted with a rotation direction inverter.

NBR impeller available on request




