Pumps for home pools

24 APPLICATIONS /2 MATERIALS R\ TECHNICAL FEATURES
« Filtration equipments Pump body Polypropylene Max. Head 372m
- Pool cleaners MINL AISI 418 Max. Flow 19m°/h
Shaft ND  AISI316 Max. Temperature 40°C
Poles 2
Motor bracket Polypropylene Protection degree P55
230V (1ph)
Voltage 400V (3 ph)

Series: PP MINI Series: PP ND

1x230V 3x400V

Connection

CODE 1~ CODE 3~
PP MINI 33M /2 025 033
PP MINI 50M /2 037 05 3,2 16 13,3 H,7 10 7,9 5,6 2,3
PP MINI 80M  PPMINI 80T 112 06 08 42 20 17 é 65 144 125 1065 86 B3 43
PPMINI10OOM  PPMINI1OOT  1'/2 075 1 46 25 19 184 164 144 125 104 T8 4
PP MINIT50M PP MINITSOT — 1'/2 11 15 6.2 25 2,5 242 224 202 18 153 122 B84

§ | MOTOR POWER - AMPERE _
CODE 1~ g 1x230V 3x400v

PPND 9M 7 037 03 78
PPND 12M |k O,B 3,9 14 14,5 w3,2 ” 98 6,2
PPND 14M  PPND 14T > 06 08| 4 ®B| 16 | £ W B 138 M8 9 61 07
PPND 19M  PPND 19T » o 1| 48 20| 19 E 925 204 183 159 135 107 68 23
PPND 24M  PPND 24T » 11 15| 68 30| 25 279 258 235 209 181 15 104 42
PPND 28M  PPND 28T » 15 2| 89 4| 33 320 302 275 247 219 186 139 82 42






