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CODE 1~ CODE 3~ kW HP H max 
[m]

Q max ØD
RPM

l/min m³/h mm Inch
PT ALM 20 L PT ALT 20 L 0,1 0,2 4 12 0,72 20 3/4" 1400
PT ALM 20 PT ALT 20 0,4 0,5 18 26 1,56 20 3/4" 2800
PT ALM 25 PT ALT 25 0,4 0,6 11 48 2,88 25 1" 1400
PT ALM 25 MS PT ALT 25 MS 0,9 1,2 26 54 3,24 25 1" 2800
PT ALM 30 PT ALT 30 1,5 2 40 80 4,8 30 1" 2800
PT ALM 40 PT ALT 40 0,9 1,2 16 138 8,28 40 1"1/2 1400
PT ALM 50 1,5 2 27 200 12 50 2" 1400

PT ALT 50 1,9 2,5 27 200 12 50 2" 1400

MATERIALS

Pump body AISI 316

Shaft AISI 316

Impeller AISI 316

 Self-priming transfer pumps Stainless steel impeller
 APPLICATIONS

•	Enology (wine, musts)
•	Food industry (oil, vinegar, brine, fruit juices, beer wort, milk)
•	Chemical industry (corrosive liquids)
•	Brewing process (beer must, beer, washing)
•	Oil industry (olive oil, seed oil)
•	Professional use (continuous over time and heavy-duty applications, installation on systems)
•	Industry (installation on plant, machinery, production lines)

TECHNICAL FEATURES
Max. Head 40m
Max. Flow 12m³/h
Max. Temperature 90°C
Insulation class F
Poles 2/4

Protection degree IP44

Voltage 230V (1ph) 
400V (3 ph)

Series: PT AL [M / T]




