/¥ MATERIALS

Pump body

Impellers

Series: PXCB(T)
with cables on request (C)

MOTOR POWER - AMPERE
CODE1~ CODE 3~ %230V 3X400V

Motor Bracket

Cast Iron

AISI 416
AISI 303

Noryl

Brass

CastlIron

@ TECHNICAL FEATURES

Max. Head

Max. Flow

Nory!
Max. Imp.

Liquid T Brass

Imp.
Insulation class
Poles

Prot. degree

Voltage

98,5m
33m’/h

50°C
90°C
F

2
CB(T) 100 -

CB(T) 900
CB(T) 800 -

CB(T) 1500
230V (1ph)
400V/690V (3 ph)

IPX4
IPX5

miho o6 |12 |18 [24]36]as| 6 |72 ]8s]

PXCB10000 GN35 PXCBT 10000 GN85 074 1 54 20 24 42

PXCB16000 GN35 PXCBT 160 00 GN85 15 2 85 35 37 483
PXCB21000 GN35 PXCBT 21000 GN85 185 25 104 50 4 549
PXCB 31000 GN35 PXCBT 31000 GN85 22 3§ 13 80 5.2 B4

408 394
47 470
544

609 603

374
465
b38 63

538 59

347
457
52,3

292 7
435 401

2 571 53B

36.2
505 471 431
493

[ymino | 10 ] 20 | 30 [ 40 ] 60 ] 80 | 100 { 120 | 140 ] 150 |

3
383
)

324

383 352

with brass impellers(...01GO...) upon request

516 |

MOTOR POWER - AMPERE __
CODE 1~ CODE 3~ " %230V X400V m-- [ 75 | 165
50Hz 50z | i/min0 [ 25 | 50 | 75 [ 100 [ 125 | 150 | 175 { 200 [ 225 | 250 | 275

PXCB 40000 GN35 PXCBT 40000 GN85 3 4 164 75 67 63,6
PXCB 60000 GN35 PXCBT 60000 GN345 4 Bb | 233 75 9 769
PX CBT 75100 GN465 56 75 15 90,7
PX CBT 900 00 GN465 75 10 13,3 975

631 62
T4 Toh
90 889

%6 B4

60,3
738
873
937 917

582 555
769

853 829 801
892 865

52,3

184
859 621
768
83,3

439

58 B34
731 688
798 752

637

712 664

with brass impellers(...01G0...) upon request

MOTOR POWER - AMPERE

CODE 1~ CODE 3~

PXCBT 800 G0345

PXCBT 1000 G0465 7,5 10 13,9 80,7
PXCBT 1250 G0465 92 125 16,3 895
PX CBT 1500 G0465 1l 15 186 983

686 639 571 463 382

804 76 685 597 626 437

888 841 717 697 63 542  45]
978 935 857 788 733 B4 b4
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