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  Self-priming multistage horizontal pumps
APPLICATIONS

•	Small and medium sized pressurization systems
•	Sucking liquids mixed with air or gas

Series: PX MP(T) 

TECHNICAL FEATURES
Max. Head 56m
Max. Flow 4,8m³/h
Max. Liquid 
temperature 50°C

Insulation class F
Poles 2
Protection degree IPX4

Voltage 230V (1ph) 
400V (3 ph)

MATERIALS

Pump body Cast Iron

Motor shaft AISI 416

Impellers Noryl

Motor Bracket Cast Iron
with cables on request (C)

CODE 1~ CODE 3~
MOTOR POWER - AMPERE Q

kW HP 1x230V 
50Hz μF 3x400V 

50Hz
m³/h 0 1,2 2,4 3,6 4,8
l/min 0 20 40 60 80

PX MP  80 3A   SGN35 PX MPT  80 3A  SGN85 0,59 0,8 3,8 14 1,6 34 29,5 25 18,5 13
PX MP 100 4A   SGN35 PX MPT 100 4A  SGN85 0,74 1 5 20 1,9 45,5 40 34 26 18
PX MP 120 5A   SGN35 PX MPT 120 5A  SGN85 0,88 1,2 6,1 20 2,3 56 51,5 44,5 35 22




