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SUBMERSIBLE PUMPS for wastewater Subgroup
330

  Cast iron submersible pumps - VORTEX impeller 
APPLICATIONS

Suitable for heavy-duty applications with soiled biological wastewaters, sewage, rainwater and seepage. This electric 
pump is intended for both domestic and professional use.

Pump body Cast Iron

Motor shaft AISI 420

Impeller 
[VORTEX]

Standard Technopolymer
PRO Cast iron

Lower support Cast Iron

TECHNICAL FEATURES
Max. Head 15,3m
Max. Flow 43,2m³/h
Max. Liquid  
temperature 40°C

Insulation class F
Poles 2
Protection degree IP 68
Voltage 230V (1ph)

Series: PZ DGBLUE[P]

MATERIALS

CODE 
MOTOR POWER - AMPERE Cable Ø

Type
Free 
pass.

Q

kW HP 1x230V 
50Hz

3x400V 
50Hz m Inch

m³/h 0 3,6 7,2 10,8 14,4 18 21,6 25,2 28,8 32,4 36 39,6 43,2
mm l/min 0 60 120 180 240 300 360 420 480 540 600 660 720

Standard version - with  Technopolymer Impeller
PZ DGBLUE 40/2  10 M * 0,3 0,4 2,3 10 1"1/2 40 6 5,2 4 2,8 1,7

PZ DGBLUE 50/2  10 M * 0,37 0,5 2,8 10 1"1/2 40 7,6 6,7 5,5 4,2 2,9 1,6

PZ DGBLUE 75/2  10 M * 0,55 0,7 4,1 10 1"1/2 40 10,1 9,5 8,5 7,2 5,7 4,2 2,6
PZ DGBLUE100/2  10 M * 0,74 1 5,6 10 1"1/2 40 11,6 11,2 10,2 9,1 7,6 6 4,3 2,7

PRO version - with  Cast Iron Impeller
PZ DGBLUEP 50/2  10 * 0,37 0,5 2,8 1,15 10 1"1/2 40 7 6 4,9 3,6 2,4 1,1
PZ DGBLUEP 75/2  10 * 0,55 0,7 4,1 1,6 10 1"1/2 40 10,2 9,1 8 6,8 5,5 4,1 2,6
PZ DGBLUEP100/2  10 * 0,74 1 5,6 2,15 10 1"1/2 40 11,4 10,7 9,8 8,7 7,4 5,9 4,4 2,7
PZ DGBLUEP150/2  10 * 1,1 1,5 7,5 3,2 10 2" 50 12,3 11,5 10,7 9,7 8,8 7,6 6,5 5,3 4,4 3,3 2,4
PZ DGBLUEP200/2  10 * 1,5 2 10 4,3 10 2" 50 15,3 14,6 13,7 12,7 11,7 10,6 9,4 8,2 7,1 5,9 4,7 3,5 2,5

VERSIONS  [*] Description Type VERSIONS  [*] Description Type
230V version 400V version

TC thermal protection, capacitor MAN NAE No accessories MAN

TCG thermal protection, capacitor, float AUT TRG Thermal protection, relay, float AUT




