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MATERIALS

Pump body Stainless
Steel 

Impeller Stainless 
Steel

TECHNICAL FEATURES
Max. Head 25m
Max. Flow 15m³/h
Poles 2/4

Voltage 230V (1ph) 
400V (3 ph)

CODE kW HP H max 
[m]

Q max ØD 
[mm] RPM

l/min m³/h 
230V MODEL 

RO NOVAX 20M 0,34 0,5 25 28,3 1,7 20 2850
RO NOVAX 25M 0,42 0,6 12 40 2,4 25 1450
RO NOVAX 30M 0,65 1 15 83,3 5 30 1450
RO NOVAX 40M 0,80 1,2 15 108,3 6,5 40 1450
RO NOVAX 50M 2,1 3 25 250 15 50 1450

400V MODEL 
RO NOVAX 25T 0,54 0,6 12 40 2,4 25 1450
RO NOVAX 30T 0,72 1 15 83,3 5 30 1450
RO NOVAX 40T 0,8 1,2 15 108,3 6,5 40 1450
RO NOVAX 50T 2,1 3 25 250 15 50 1450

Series: RO NOVAX

 Self-priming transfer pumps Stainless Steel impeller
 APPLICATIONS

•	Liquid transfer in agriculture, boating, oenology and gardening




